
eBOX-3350MX

s
Model Type                      eBOX-3350MX     eBOX-3350MX��AP
Processor                        PMX-1000 (1GHz)
BIOS                     AMI BIOS
Memory              Onboard 512MB DDR2
Auto Power On               N/A                 Yes
VGA                                     Integrated Graphics Chip/D-Sub 15-pin
Ethernet         10/100 Mbps LAN (RJ45 connector) Built-in PXE diskless boot function
USB                                             3 ports (2 at the front, 1 at the rear)
Audio                 Mic in and Line out
SD Slot (Note)                                        1x

       Power                              DC +5V @ 2A
       Dimensions                           95 x 95 x 20 mm

Weight               277g
Operation Temp.                         �����a�������Û�&
Certification                      CE, FCC, VCCI

 Note: SD Slot x 1 (Bootable but hot-swappable not support)

eBOX-3350MX

eBOX-3350MX: Standard Version
eBOX-3350MX-AP: Standard Version with Auto Power On Support

High performance
Fanless design
VESA mounting support (75 x 75 mm)
PMX-1000 (1GHz)
Onboard 512MB DDR2
PXE Diskless Boot
SD, SDHC support
3 x USB V2.0 ports (2 at the front)
10/100 Mbps LAN
External WiFi Dongle support
Auto Power On support (optional)
Ultra low power


